Brass Ball Valve oomar
2 Piece « Full Port - Threaded Connection « 600 WOG -
with Steam Trim

CRN# 0C16887.5469870YTN

T-100SSS

Features

« Blow-out proof stem

« Triple sealing stem with 2 Viton® o-rings and Teflon® seal
+ 250 WSP rating

« Patent pending design

« Special high temperature resistant handle

+ 100% leak tested

+ 100% Made in Italy Material Specifications

Brazed Body Connection

« Leakproof stem - Lifetime Warranty No. Part Materials
+ 29in-Hg vacuum rating 1 Body Brass - CW617N
« Accessories available 2 End Connection Brass - CW617N
3 Ball 316 Stainless Steel
Approvals 4 Seat(2) PTFE Carbon Graphite
« MSS SP-110 5 Stem 316 Stainless Steel
- ANSIB1.20.1 6 Packing PTFE Carbon Graphite
7 StemO-ring (2) Viton®
Valve Seat Rating 8 PackingGland  Brass - CW614N
1/2" - 3/4" 600 WOG, 1” - 2" 500 WOG - 250 WSP 9 Handle Steel - Red Coated
600 127 - 3747 ‘ / 10 Hanqle Ngt 316 Stainless Steel
\ o?\:‘ﬂ / 11 Brazing Ring BrazeTec Soldamoll
500 L3 %g% /
sy 1 Dimensions
2 w0 ,/ PartNo.  Size A B C D v
§ / 100-533 1/2" 2.45 1.53 295 0.59 16.82
2 300 2OWSP 100-534 3/4" 271 195 374 079 3480
g \d\ 100-535 ¥ 330 240 475 097 5220
200 // 100-536 1-1/4" 3.80 2.59 4.75 1.23 112.52
V4 \ 100-537 1-1/2" 4.16 3.22 6.00 1.49 174.00
100 ~ 4 100-538 2" 5.00 3.40 6.00 1.99 255.20
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