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• Excellent water removal efficiency
• Unique deflector plate and shroud creates a swirling of the 

air stream ensuring maximum water and dirt separation
• Large filter element surface guarantees low pressure drop 

and increased element life
• 40 micron filter element standard
• Shown with recommended metal bowl guard
• 1/4" & 3/8" ports (NPT)

Twist
Drain

05F Particulate Filters – Economy

Ordering Information:

Port  
Size Description ‡ Part Number

1/4" Poly Bowl, Metal Bowl Guard, Twist Drain, 40 Micron 05F12AA

3/8" Poly Bowl, Metal Bowl Guard, Twist Drain, 40 Micron 05F22AA
‡ For polycarbonate bowl and sight dome, see caution in Engineering Section A.

Operating information
Supply pressure (max):  
 Plastic bowl   0 to 150 psig (0 to 10.3 bar) 
  Auto pulse drain  10 to 150 psig (0.7 to 10.3 bar)
Operating temperature:  
 Plastic bowl  32°F to 125°F (0°C to 52°C)

Flow capacity†:   
 High flow 1/4" 54 scfm (25.5 dm3/s, ANR)  
  3/8" 70 scfm (33 dm3/s, ANR)  

Bowl capacity:  2.0 oz.

Sump capacity:  0.9 oz.

Weight:  1.2 lb (0.54 kg)
† scfm = Standard cubic feet per minute at 90 psig inlet and 5 psig  

pressure drop.
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  Most popular.
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Accepts
1/8" Tubing

Automatic
Pulse Drain

Repair and Service Kits
Bowl guard kit  PS905P
Poly bowl / auto pulse drain PS995P
Poly bowl / twist drain PS932P
Auto pulse drain  PS998P
Twist drain  PS512P
40 micron element PS901P
Adsorber  PS931P
Mounting bracket kit  PS943P
Sight gauge kit   PS914P

Flow Charts

05F 1/4" Particulate Filter

05F 3/8" Particulate Filter
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Material Specifications
Body   Zinc

Transparent bowl Polycarbonate

Bowl guards   Steel

Collar   Plastic

Deflector, shroud & baffle  Plastic

Drain   Plastic

Element  Plastic

Adsorber (optional) Activated   
  charcoal

Seals   Nitrile

Sight gauge  Polyamide (nylon)

Inches (mm)

2.25 (57)
Bowl removal 
clearance.

2.00
(51)

2.06
(52)

5.35
(136)

5.91
(150)

.56
(14)
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