Catalog 0730-2 Miniature Coalescing Filters
Miniature F501, F507 Series 1/8 & 1/4 Inch Ports

F501, F507 Coalescing Filters — Miniature

Features A Dia
* Removes liquid aerosols and sub-micron T T
particles
._'__’ + Liquids gravitate to the bottom of the element
Q‘ and will not re-enter the airstream 7

« Qil free air for critical applications, such as
air gauging and pneumatic instrumentation
and controls

* Interchangeable twist and automatic pulse

frem—" drains
* Grade 6 element, 99.97% DOP efficiency

« High flow: Grade 6 element — 8 SCFM*
Grade 10 element — 10 SCFM®

Distance Required
To Remove All Bowls

F
Regardless Of
] l Drain Option

Port NPT F501 / F507
Size Grade 6 Grade 10 Coalescing Filter
Polycarbonate Bowl, Manual Twist Drain Dimensions
1/8" F501-01AH F507-01A0 A B D
B 1.56 .038 3.78
1/4 F501-02AH F507-02A0 (39.7) | (9.5) | (96)
Metal Bowl without Sight Gauge, Manual Twist Drain Dt E Et
1/8" F501-01DH F507-01DO 3.62 | 4.16 4.00
174" F501-02DH F507-02DO (92) |(1056)] (1016)
Bold Items are Most Popular. F Fr
For other models refer to ordering information below. 75 75
. . (rr) | (77)
* For polycarbonate bowl see Caution on page inside cover.
§ SCFM = Standard cubic feet per minute at 100 PSIG inlet and1.0 PSIG Inches (mm)
Grade 6, .5 PSIG Grade 10 pressure drop. T With Metal Bowl
Ordering Information
Flaor| —|o1|Aa|H e
Port Threads Port Size Bowl Elements Drains and Options Engineering Change
— NPT 01 1/8Inch A Polycarbonate F501 Blank Manual Twist Drain Designator
G BSPP 02 1/4Inch D Metal H Grade6 S Automatic Pulse Drain Will be entered at factory.
E507 U Semi-Auto Drain
O Grade 10 X33*  Polyurethane Bowl
X64  Fluorocarbon Seals
X67 With Mounting
Bracket

* Add .65" to overall length.
BOLD ITEMS ARE MOST POPULAR.
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Catalog 0730-2
Technical Specifications - F501, F507

F501, F507 Series, 1/8 & 1/4 Inch Ports
Coalescing Filters (Oil Removal)

Technical Information

Coalescing Filter Flow Ratings in SCFM
F501 Flow measured at 100 PSIG inlet pressure and 1.0 PSIG pressure drop.
F507 Flow measured at 100 PSIG inlet pressure and 0.5 PSIG pressure drop.
For Inlet Pressures other than 100 PSIG

proet | Fso1-H [ Fsoz-0 [ Mt | Esotn | Fs07-0
10 17 2.2 160 12.2 15.2
20 24 3.0 170 12.9 16.1
30 341 3.9 180 13.6 17.0
40 3.8 4.8 190 14.3 178
50 45 5.6 200 15.0 18.7
60 5.2 6.5 210 15.7 19.6
70 5.9 7.4 220 16.4 20.5
80 6.6 8.3 230 171 21.3
90 7.3 9.1 240 17.8 222
100 8.0 10.0 250 18.5 231
110 8.7 10.9 260 19.2 23.9
120 9.4 1.7 270 19.9 24.8
130 10.1 12.6 280 20.6 257
140 10.8 13.5 290 21.3 26.6
150 11.5 14.4 300 21.9 274
Polycarbonate Bowl Mini Zinc Bowl Only
Limit 150 PSIG Limit 300 PSIG
F501, F507 Filter Kits & Accessories
Bowl Kits —
Polycarbonate (A) .....cccceeceeeeieiiiie e s BK504Y
MELal (D) ..eeveerrerereenereeereee e er e ...BK505Y
Polycarbonate (A) with Automatic Pulse Drain ............... BK504SY
Metal (D) with Automatic Pulse Drain.........ccccoeevvrreenneene BK505SY
Drain Kits —

Manual TWist Drain .......ccccceeveireieeieesee e

Automatic Pulse Drain

Semi-Automatic “Overnight” Drain .......cccceeeeeeiieeriennnen. SAB602A7
(Drains automatically under zero pressure)

Filter Element Kits —

Grade B ...cceeceveire e s EKF501H
Grade 10 . s EKF507
Mounting Bracket Kit ...............cccceeee Must be Ordered with Filter
Specifications
Bowl Capacity ........ccoccoiiieriiieee e e 1 Ounce
Port Threads..........cccceiieicee e 1/8, 1/4 Inch
Pressure & Temperature Ratings —
Polycarbonate Bowl.........ccccoceveunnnns 0to 150 PSIG (0 to 10.2 bar)
40°F to 125°F (4.4°C to 52°C)
Metal BOW! ......oocviiiiieieee e 0 to 300 PSIG (0 to 20.4 bar)

40°F to 180°F (4.4°C to 82.2°C)
With Automatic Pulse Drain......... 175 PSIG Max. Press. (11.9 bar)

( )=BOWL TYPE

Weight
Polycarbonate Bowl.........cccoceevieiiinninneen, 0.3 Ib. (0.14 kg) / Unit
7 Ib. (3.18 kg) / 24-Unit Master Pack
Metal BOWI .....ccoivviieiieierirenerercnceesene 0.5 Ib. (0.23 kg) / Unit

12 Ib. (5.44 kg) / 24-Unit Master Pack
Materials of Construction

[ =7e T | Aluminum
BOWIS ... Polycarbonate
Metal (Zinc)

Media Specifications

G D.O.P. Pressure Drop (PSID)?

r | Coalescing |Maximum Oil @ Rated Flow Particulate
a | Efficiency 0.3 | Carryover! MediaWet | wmi Rati

d | to0.6Micron | PPMwiw | Media With feron Rating
e Particles Dry 10-20 wt. oil

6 99.97% 0.008 1.0 2-3 0.01
10 95% 0.85 0.5 0.5 0.7

"Tested per BCAS 860900 at 40 ppm inlet.
2 Add dry + wet for total pressure drop.
D.O.P. = Dioctylphthalate
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